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Cautions 
 

    

 

 

  

   

 
 

■ NEVER install the LCD Display in the bathroom or 
shower room; otherwise there might be risks of f ire 
or electric shock. 

■ Due to the liquid-crystal characteristics of the LCD 
panel, if one watches at a 4: 3 picture aspect ratio 
or the same picture stays freezed f or a long time, it 
will lead to image sticking. Theref ore, y ou are 
adv ised not to watch TV at a 4: 3 picture aspect 
ratio f or a long time or leav e the picture freezed. 
Otherwise, any image sticking or abnormity cannot 
be repaired and will not be cov ered under 
warranty. 

■ The v ent on the rear and top of the Multimedia 
LCD Display  is designed for ventilation and heat 
dissipation. To keep the v ent clear, make sure that 
there is at least 10cm f ree space around it, DO 
NOT leav e the display in a closed space, e.g. a 
bookshelf or a LCD cabinet. 

■ DO NOT install the LCD Display around heat 
sources or in places with smoke/moisture, such as 
radiators, heat registers, stoves, or other 
apparatus; otherwise there might be risks of f ire or 
electric shock. 

■ DO NOT place naked flame sources (such as lit 
candles) around the LCD Display. 
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Cautions 
 
 

   

  

  

 

    

 
 

■ DO NOT put the power cable around any 
apparatus that generates heat. If the protectiv e 
jacket of the power cable is melted or burnt, there 
might be risks of f ire or electric shock. 

■ DO NOT apply  external f orce to the LCD panel as 
its structure is delicate; otherwise there might be 
risks of damage or personnel injury. 

■ To av oid any damage to the LCD panel, please do 
not stain it with any kind of liquid, such as: water, 
chemicals, cleanser, wet cloth, etc. 

■ DO NOT place the LCD Display on an unstable 
shelf  or desk. Failing to do so may result in injury. 

■ To reduce the risk of electric shock, do not remov e 
the cover of the apparatus. Keep away  objects that 
may  stab the LCD Display and touch the internal 
high-v oltage device or parts inside the LCD 
Display. It may cause damage, fire or injury. Ref er 
all serv icing to qualified serv ice personnel. 
Modif ication of the LCD Display without 
authorization will v oid the warrant immediately. 
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Descriptions and accessories 
 

 
Accessories 
 

 
 
 
Installation of batteries 
1. Insert two AAA batteries into the Remote  

control. Make sure + and - are facing the  
proper direction. 

2. Replace the cov er. 
 

 

If the remote control will not to be used for a long time, remove the batteries. 
Use the remote control carefully. Do not drop the remote control on the floor. Keep it away from 
moisture, direct sunlight, and high temperatures. 

Speakers 
 

4.Power cord (For TW SP-301+IS- 14 VCTF 1.25/3C) 

Front View  

Rear View 

Side View 

Power Connector 
Wall Mount Hole 

Power LED 
IR Remote receiv er 

Control panel 

PC & Video  
Connectors 

LCD Panel 

Antenna Connector 
Support Hole 
 

Top View  

Anti-tip Auxil iary Screw Hole: 
Note: Before your operation, screw 
installation must be done on a stable 
table (Fig. 1). In the event of failure to 
fasten the screws on the table, please 
use another two bolts to fasten the 
screws on the wall mount hole and fix 
the LCD display to the wall (Fig. 2) 
with a wire for safety. 
Recommended Screw Specifications: 
T4X12 
 

Fig.2 Fig.1 

1.Remote 
control 

2.Batteries x 2 3.User Manual 
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LCD DISPLAY installation & operation Connectors and sockets 
 
Video & Antenna Connectors 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
Port Functions 

YPbPr  
Component Video 
Connector 

R/L Audio Input 

Use the video signal of YPbPr component connector f or this port, such as 
progressiv e scan supported DVD player (Progressive-support) and high-end 
HDTV decoder or satellite receiv er to obtain high definition image and the R/L 
connector to use with the audio signal. 
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Video Recorder or 
DVD Player 
(Use when you record 
TV programs.) 
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Game Console or 
Camera, etc. 
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Port Functions 

Video Input 

S-Video Input 

R/L Audio Input 

This port connects to the composite video signal (yellow) or the S-Video and 
audio R/L line-in. 

Video Output 

R/L Audio Output 

This port connects to the composite video signal (yellow): 

Audio R/L Line-out. 

(Only when the main screen is switched to: TV/ Video/Video S will there be 
signal output). 

HDMI Input (Digital) 
HDMI Interface 

Connected to the dev ices with digital signals. It supports PC or HDTV video 
signals. 

VGA Input (Analog) or 
Audio Input 

Connected to VGA analog signal source. For PC Audio, it supports 3.5mm jack. 
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LCD DISPLAY installation & operation Connectors and sockets 
 
Antenna Connectors 
 
 
 

 
 
Port Functions 

Analog signal input Connected to analog TV antenna. 
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(Antenna) 
Analog signal 

input 
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LCD DISPLAY installation & operation Connectors and sockets 
 
Turn ON the multimedia LCD display 
Plug the power cord into input connector on the back of the multimedia LCD display. Plug the other end of 
the power cord into an outlet. 

 
 

Turn ON the multimedia LCD display 
Press the (POWER) button on the f ront lower right of the TV to turn on the power or enter standby mode. 
 

 
 
Channel Scan 
The auto channel scan must be perf ormed for the first installation. (This product requires an optional 
LCD TV box to enable the TV function) 
1. Press the "MENU" button to open the OSD screen. 
2. Press the  button to select "TV Channel Scan Setting". Then press the  button to mov e to the 

"Channel Scan" option. 
3. Press the ENTER button to start auto channel scan. (During the auto channel scan, it will take a f ew 

minutes to scan available channels) 
4. After the auto channel scan is completed, you may start watching TV. Press the CH  button on 

the remote control to select a channel. 
 

-When the power is ON, the LED 
indicator will turn green 
-When the power is OFF, the LCD 
display will enter STANDBY mode, 
and the LED indicator will turn red. 
 

Power 

AC 100~240V 

Power outlets differ f rom region to region. 

 

Step 1 

Step 2 

Step 3 

Few 
minutes 

Step 4 
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LCD DISPLAY installation & operation Control panel 
 

 
 
 
 

Button Functions 

MENU 

Adjustment MENU 
Press the MENU button on the right side of the LCD panel to 
show the menu to adjust the settings of the LCD display. To 
show the screen control window of the multimedia LCD display, 
please press the MENU button. Press the Adjust  to 
adjust the content of each quick menu item. 

CH      
(FUNCTION / ) 

Channel Selection (Only under the TV mode) 
Use the CHANNEL  button on the right side of the LCD 
panel to select a channel. 
(Only under the TV mode. This product requires an optional 
LCD TV box to enable the TV function) 
※Under the MENU mode, the function work as Up and Down 
buttons of the selection f unction. 

VOL  
(ADJUST  / ) 

Volume Adjustment 
Use the VOLUME  button on the right side of the 
display  to adjust the v olume of the multimedia LCD display. 
※Under the MENU mode, the function work as Left and Right 
buttons of the adjustment function. 

SOURCE 

Signal Input Source Selection 
Press the SOURCE button on the right side of the display to 
scroll through the following list of inputs: TV/Video/Video 
S/Component/HDMI/VGA. 
※Under the MENU mode, you can use this button for the 
f unction of ENTER button. 

Earphone Output This connection port connects earphones (16Ω or 32Ω) f or the 
audio output signal. 
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LCD DISPLAY installation & operation Remote control 
 

1. POWER 
To turn on the LCD DISPLAY or enter standby mode. 

2. MUTE 
Press to toggle audio on and off. You can also press 
v olume +/- to restore the prev ious volume lev el. 

3. FREEZE 
Press to freeze the main screen and press again to 
restore live viewing. 

4. SLEEP 
Press repeatedly to select one of the available sleep 
OFF/30/60/90/120 minutes modes. 

5. VOL +/- <VOLUME +/-> 
Press to adjust the v olume. 

6. CHANNEL  
Press to select the channels. 

7. 0~9, 100 /- NUMBER KEY 
Using the numeric buttons (0 to 9 and 100/-) to select 
from CH 02 to CH 125. When the channel selected 
exceeds CH 125, the window will stay on the channel 
set and won’t be switched. 

8. RETURN 
Return to the previous channel. 

9. ENTER 
When entering CH 1 to CH 9, you may just enter 
number 1 to 9 and wait f or a few seconds f or auto 
changing; or y ou may simply press number 1 to 9 then 
the ENTER key to switch to the channel directly. 

10. DISPLAY 
Press the INFORMATION button to display the current 
signal status. Including input 
source/channel/aspect/audio mode. 

11. C.C.: Close caption 
This allows y ou to enable the caption f unction. (This 
f unction only applies to the NTSC system used in North 
America) 

12. <MENU> and Adjustment button and Back 
This allows y ou to activ ate the menu of the multimedia 
LCD panel. Press again to exit the menu. Use the 

 button to select the menu item and adjust its 

setting. Press the “ ” button to return to the last 
page. 

13. Favorite Channels 

Select your fav orite channels by using . 

Add to Fav orite Channels by using . 

1. Switch to the channel to be set. 
2. Press the  button to activate the screen where 

y ou can edit y our Favorite Channels. 

3. Press  keys, 1-9, to select the position to be 
set (There are 9 positions to be set in total). Press 

 to add a fav orite channel; press  to delete a 
sav ed fav orite channel. 

4. The position will display the channel that you 
prev iously set. The position not set will display “0” 
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NTSC 
 

LCD DISPLAY installation & operation Remote control 
 

14. ASPECT 
The ASPECT modes include: 

 16:9 / Zoom 1 / Zoom 2 / game / 4:3. 
 

 

15. PICTURE 
For adv anced picture setup, including 
Vivid/Sport/Mov ie/Game/User modes. 

16. MTS 
The MTS modes include STEREO / MONO / SAP. 
If  no second language is av ailable to be chosen f rom 
the receipted signals, the MONO audio output will 
apply. 

17. TV/VIDEO 
For the signal source of main screen. 

1. You can use the “TV/VIDEO” button on the remote 
control to switch the signal source of main screen. 
The switching sequences of main screen are 
TV/Video/S Video/YPbPr/HDMI/PC respectiv ely. 

2. The selected signal source will be displayed on upper 
right of the screen. 

3. The special items to the OSD MENU under each 
display  mode can be selected. 

18.PG 
(This f unction is only available for models with digital 
TV f unction) 

19.The f unction of  the button is not av ailable f or the model. 
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LCD Display menu How to use the Advanced LCD Display Menu 

 
1. You can use the “TV/VIDEO” button on the remote control to select the signal source. 

Once the signal source is detected, the selected system mode appears in the upper right corner of the 
screen. 

2. After the system mode is selected, press the (MENU) buttons to perform the f ollowing functions: 
 
 
 

 
 

PICTURE 
According to the ty pe of TV program you are watching, it provides more picture 
modes and f unctions for adjusting color and brightness. 

 

 
 

ADVANCED 
According to the ty pe of program y ou are watching, it prov ides advanced setup for 
adjusting color and brightness. 

 

 
 

AUDIO 
Prov ide more audio selections. You can also set the audio env ironment of the LCD 
DISPLAY. 

 

 
 

TV(f or use with TV mode) 
Set up your fav orite channels. 

 

 
 

●GEOMETRY: for use in PC mode 
●Phase Adjust: Both PC and YPbPr component connectors can be used. 

 

 
 

SETUP 
Enable y ou to set the OSD language and OSD background. 

 
 
 



 

.......................................................................................................................................... 17 

   

NTSC 
 

LCD Display menu How to use the Advanced LCD Display Menu 
 
 PICTURE  
 
1. Press the menu selection  button on the remote control to show the main menu. 
2. Use the  button to select the main item to be adjusted, “PICTURE”. 

Press the ► button to enter the sub menu. 
3. Use the  button on the remote control to select the item to be adjusted. 

Press the ENTER button to enter the item to be adjusted. 
4. Use the  button on the remote control to adjust the v alue of the item. 
5. Press the menu button  to exit the screen. 
  

              
Menu Descriptions 

Contrast Press to increase or decrease the picture contrast. 

Brightness Press  to make the picture brighter or darker. 

Saturation Press  to adjust color saturation. 

Hue Press  to change the hue to make it redder or greener. 

Sharpness Press  to make the picture sharper or softer. 

Back Light Press the  button to adjust the brightness of BackLight (the less bright the 
BackLight, the more energy sav ed and the longer lif etime). 

Reset Press  to restore all Display parameters to their default settings. 
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LCD Display menu How to use the Advanced LCD Display Menu 
 
 ADVANCE  
 
1. Press the menu selection  button on the remote control to show the main menu. 
2. Use the  button to select the main item to be adjusted,”ADVANCE”. 

Use the ► button to move to the sub menu to be adjusted. 
3. Use the  button to select the item to be adjusted. 

Press the ENTER button to enter the item to be adjusted. 
4. Use the  button on the remote control to adjust the v alue of the item. 
5. Press the menu button  to exit the screen. 
 

 
Menu Descriptions 

Color Temperature Press  to adjust the color temperature: Cool/Normal/Warm. 

Super Contrast 

Press  button to adjust the contrast of picture: Off/low/middle/high. 

※ PC (DVI, VGA) model does not support the f unction. 

※ Opening Super Contrast function causing contrast modulates 
temporary at running high f requency pattern that is normality. 

Super Color Press  buttons to adjust color space: Off/Natural/Viv id/Mov ie. 

GAMMA Press  button to adjust the gray scale curve on the picture: 
HDTV/Normal/Game 

Dy namic Contrast 
Improv ement 

Press  button to enable or disable. For improv ement of dy namic 
contrast. 

※ Opening Super Contrast function causing contrast modulates 
temporary at running high f requency pattern that is normality. 

※Dy namic Contrast: This mode saves 25% of energy in av erage and 
increases the lif etime of the lamp. 
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NTSC 
 

LCD Display menu How to use the Advanced LCD Display Menu 
 
 AUDIO  

 
1. Press the menu selection  button on the remote control to show the main menu. 
2. Use the  button to select the main item to be adjusted, “AUDIO”. 

Press the ► button to confirm the main item to be adjusted. 
3. Press the  button on the remote control to select the item to be adjusted. 

Press the ENTER button to enter the item to be adjusted. 
4. Use the  button on the remote control to adjust the v alue of the item. 
5. Press the menu button  to exit the screen. 
 

                              
Menu Descriptions 

Balance Press the  buttons to adjust the balance between right and left 
speakers. 

Bass Press the  buttons to increase or decrease the audio bass lev el. 

Treble Press the  buttons to increase or decrease the audio treble level. 

SRS TruSurround XT 
Press  button to control the ON/OFF of the SRS TruSurround XT. 

(When Surround is switched on, low/high volume f unction will be 
disabled.) 

Reset Press  to restore all Display parameters to their default settings. 
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   NT
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LCD Display menu How to use the Advanced LCD Display Menu 
 
 TV  (f or TV) 
 
1. Press the menu selection  button on the remote control to show the main menu. 
2. Press the  button to confirm the main item to be adjusted, “TV”. 

Press the ► button to confirm the main item to be adjusted. 
3. Press the  button on the remote control to select the item to be adjusted. 

Press the ENTER button to enter the item to be adjusted. 
4. Use the  button on the remote control to adjust the v alue of the item. 
5. Press the menu button  to exit the screen. 
 

 
Menu Descriptions 

Channel Scan 
In the channel scan menu, press the Enter button to execute the auto channel 
scan. 

The auto channel scan must be perf ormed for the first installation. 

CATV/AIR 

CATV/ AIR 
Press the  button on the remote control to select the TV signal (antenna or 
cable). 
AIR: For antenna users, please select this item. 
CATV: For cable users, please select this item. 

Channel Add/Del Press the  button to add or remove channels. 

(Only under the TV mode. This product requires an optional LCD TV box to enable the TV function) 
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NTSC 
 

LCD Display menu How to use the Advanced LCD Display Menu 
 
 GEOMETRY  (VGA mode) 
 
1. Press the menu selection  button on the remote control to show the main menu. 
2. Use the  button to select the main item to be adjusted, “GEOMETRY”. 

Press the ► button to confirm the main item to be adjusted. 
3. Press the  button on the remote control to select the item to be adjusted. 

Press the ENTER button to enter the item to be adjusted. 
4. Use the  button on the remote control to adjust the v alue of the item. 
5. Press the menu button  to exit the screen. 
 

 
Menu Descriptions 

Auto Press  button to automatically adjust the focus, sharpness, horizontal 
and v ertical positions. 

H-Position 
Press  button to adjust the screen location horizontally. If the 
horizontal position is still misplaced after automatic adjustment, you can 
use this function to fine tune. 

V-Position 
Press  button to adjust the screen location vertically. If the v ertical 
position is still misplaced after automatic adjustment, y ou can use this 
f unction to f ine tune. 

Phase Press  button to manually adjust the f ocus. If automatic adjustment 
does not deliv er ideal focus, y ou can use this function to fine tune. 

Clock 
Press  button to manually adjust the sharpness. If automatic 
adjustment does not deliver ideal f ocus and sharpness, y ou can use this 
f unction to f ine tune. 

Reset Press  to restore all Display parameters to their default settings. 

※1 Due to the different characteristics of computer video adapters, sometimes automatic adjustment 
cannot deliver an optimal clearness. You can use this f unction to f ine tune. 

※2 With different combinations of wires and audio/v ideo dev ices, if component high f requency signal 
pictures are unclear, the phase can be adjusted manually. 
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LCD Display menu How to use the Advanced LCD Display Menu 
 
 SETUP  

1. Press the menu selection  button on the remote control to show the main menu. 
2. Press the  button to confirm the main item to be adjusted, “SETUP”. 

Press the  button to confirm the main item to be adjusted. 
3. Press the  button on the remote control to select the item to be adjusted. 

Press the ENTER button to enter the item to be adjusted. 
4. Use the  button on the remote control to adjust the v alue of the item. 
5. Press the menu button  to exit the screen. 
 

 
 
Menu Descriptions 

Language Press the  buttons to select language. 

OSD Background Press  buttons to select OSD background is opaque or transparent. 

Noise Reduction Press  button to adjust the classes of the noise removal. 

Ov erscan 

Press  button to adjust the items of Overscan: Off /small/standard/big. 

Under HDMI / YpbPr 1080P60Hz and VGA1920x1080@60Hz, the mode of pixel 
to pixel depends on Ov erscan. When Ov erscan is OFF, the Display Standstill 
and Aspect Ratio f unctions will be disabled. 
(When watching TV, the picture’s black edge can be adjusted by adjusting the 
Ov erscan f unction.) 

Reset Press  to restore all Display parameters to their default settings. 
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Other Information Trouble-shooting 
 
The following table contains the common problems and the solutions to these problems. Please 
check this list before you contact technicians. 
 
Problems Reasons Solutions 
No picture 1. Did y ou connect the power cord? 

2. Did y ou turn on the power? 
3. Is the signal cable connected 

correctly? 
4. Is the screen in energy-saving 

mode? 

1. Connect power cord correctly. 
2. Turn on power. 
3. Connect signal cable correctly. 
4. Press any button on the computer. 

Abnormal colors 1. Is the signal cable connected 
correctly? 

1. Connect signal cable correctly. 

Twisted picture 1. Is the signal cable connected 
correctly? 

2. Is signal input over the maximum of 
frequency range? 

1. Connect signal cable correctly. 
2. Please use the signal within the 

frequency range. 

Picture too dark 1. Are brightness and contrast set at the 
lowest lev el? 

1. Adjust brightness and contrast. 

Audio only , no images 1. Is input signal connected correctly ? 
2. Is the TV signal too weak? 

1. Please check if input signal is 
connected correctly. 

2. Please check if signal is connected 
correctly. 

3. The TV-RF signal needs to be over 
50dB. 

Picture only, no audio 1. Is the signal cable connected 
correctly? 

2. Is volume at the minimum lev el? 
3. Is audio signal cable not connected? 
4. Is the TV signal too weak? 

1. Connect signal cable correctly. 
2. Adjust volume to proper level. 
3. Connect audio signal cable 

correctly. 
4. The TV-RF signal needs to be over 

50dB. 
Cannot use remote 
control 

1. Is the battery dead? 
2. Is there any disturbance from static 

or thunder? 

1. Please change battery. 
2. Turn off power for 10 seconds; and 

then restart power. 
 
 
The following table contains common problems and solutions to these problems. 
 
Problems Possible solutions 
Can’t receiv e enough 
channels with the antenna. 

Check the cable connection. Make sure it is connected f irmly. 
Please use multi-directional outdoor antenna. (If  your TV is subject to 
the inf luence of nearby mountains or buildings) 
Please use the automatic scanning f unction to increase the number of 
channels not included in memory. 

No colors Please adjust the color setup. 
Blinking picture accompanied 
by ghost image 

Check the connection of antenna/signal cable. 
Check if channel is in play mode. 
Press signal source and change input mode. 

Broken lines or segments Adjust antenna 
Keep the TV away  from noise sources: Such as automobiles, neon 
lights, and hair dryers. 

Certain TV channels are 
blocked (Hope to acquire 
some channels) 

Please use the automatic scanning f unction to increase the number of 
channels not included in memory. 

Ov erlapping images or ghost 
images 

Please use multi-directional outdoor antenna. 
(If  your TV is subject to the inf luence of nearby mountains or buildings) 

Cannot use a f unction If  the item y ou choose turns gray, that item cannot be selected. 
 
If you have further questions after reading the above descriptions, please contact your distributor. 
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Other Information Specifications 42” LCD TV 

 
Active Area / Screen Size 930.24 (H) x 523.26 (V) (42.02" diagonal) 
Aspect Ratio Widescreen 16:9   
Max. of Pixels 1920(H) X 1080(V) 
Lamp Life of Backlight 50,000 hrs (min.) 
Mode SMVA 
Brighthess 500 nits (Ty p)   

Contrast Ratio 4000:1 (Ty p) 

Display panel 

Response Time 6.5ms (gray to gray av erage) (Ty p) 

AV Input x 1 
S-Video (4 pin Dim)+Audio-R/L (RCA) X1 
AV Composite (RCA) 

AV Output x 1 AV Composite (RCA) + Audio-L/R (RCA) X1 
Component Input x 1 YPbPr (RCA) + Audio-R/L (RCA) X1 

AV I/O Input 

HDMI Input x 1 HDMIX1 

PC I/O Input VGA Input X1 RGB (D-sub 15pin)+  
PC Audio (3.5mm jack) X1 

Audio system   Stereo/Mono/SAP 

PC 

●720x400@70Hz 
●640x480@60Hz 
●800x600@60Hz 
●1024x768@60Hz 
●1920x1080@60Hz  

HDMI 

●1280x720p@60Hz; 
●1920x1080i@60Hz 
●1920x1080p@24Hz/60Hz 
●720x480i / 480p@60Hz 

HDMI←→ DVI 
●800x600@60Hz ; 640X480@60Hz 
●1024x768@60Hz 
●1920x1080@60Hz 

Compatibility  

Scanning f ormat 

●480i / 480p@60Hz 
●720p@60Hz  
●1080i@60Hz 
●1080p@24 / 60 Hz 

Input Voltage AC100-240V, 3.5A(max.), 50/60Hz   
Operation <300W Power 
Standby  <1 W at AC 110V(ty pical) 

Operating 5 - 35°C (41~95°F) / 10%~90% (no condensation) 
Env ironment 

Storage temperature -20  - 60 ° C ( -4 ~1 4 0° F)  / 1 0 % ~ 9 0 %  (no  con d e n sati on ) 
Other Built-in speaker 8Ω, 10W, x2 (max.) 
 
 


